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CHANGE THE WORLD OF DIGGING

 

Sorting bucket SB

For all excavators between 3,300-72,600 lbs  
(1.5-33 metric ton) 
The engcon series of sorting buckets are designed for 
quick, simple sorting. Sorting buckets require no hydrau-
lics; they are made from high quality steel. Cutters and 
wear bars have a hardness of of 500 Brinell – the same 
high quality as every other engcon bucket. All to provide 
maximum efficiency and a long service life.

Specifications

Model SB02   SB02 SB04  SB06  SB06 SB08 SB11 SB14 SB15 SB17 SB20 SB24 SB29

Volume (y³): 0.12 0.17 0.26 0.39 0.39 0.48 0.65 0.85 0.98 1.18 1.44 1.83 2.09

Width: (inches) 35.4 35.4 39.4 47.2 47.2 51.2 55.1 63 63 66.9 66.9 78.7 78.7

Diameter: (inches) 0.9 0.9 0.9 0.9 0.9 1.2 1.2 1.2 1.8 1.8 1.8 1.8 1.8

Gap: (inches) 1.2 1.6 2 2 2 2 2 2 2.6 2.8 2.8 2.8 2.8

Weight: (lbs) 176 200 317 365 389 642 704 972 1.382 1.533 2.024 2.301 2.790

Top bracket: S30 S40 S40 S40 S45 S45 S45 S60 S60 S60 S70 S70 S70

Base machine 
weight [lbs]:

3.307–
6.613

3.307–
6.613

4.409–
8.818

13.227–
15.432

13.227–
15.432

15.432–
19.841

19.841–
26.455

28.660–
30.864

30.864–
35.273

35.273–
39.683

39.683–
48.501

48.501–
57.320

57.320–
72.752


